
With Dimensional Classic, you can duplicate the rustic stone 
walls of ancient times. This versatile block is ideal for planter 
walls, light standards, BBQ enclosures, outdoor bars, driveway 
entrance pillars, or any other unique feature.

GENERAL DETAILS

The maximum exposed (above grade) height for a Classic 
Dimensional wall is 360 mm (14.2”).  This consists of 4 exposed 
courses, and requires one additional fully burried course.

DIMENSIONS

Length: 270 mm ( 10.63” ) 
Height: 90 mm ( 3.54” ) 
Depth: 180 mm ( 7.09” )

ESTIMATING QUANTITIES

Number of Units Required

Exposed Wall Height
Wall Length

10' 15' 20' 30' 40' 50'

Buried Course 12 17 23 34 46 57

4" - 1 course 24 34 46 68 92 114

8" - 2 course 36 51 69 102 138 171

12" - 3 course 48 68 92 136 184 228

16" - 4 course 60 85 115 170 230 285

COLOURS

Available colours include: Autumn Range, Blackwood Range, 
Fairbanks Range, Laurentian Range, Sandstone Range, Timmins 
Range.  
Please note that, because Dimensional Classic is being phased 
out (being replaced by Rosetta Dimensional Wall),  it is recom-
mended that quantities be veri!ed with the main o"ce.

ORDER INFORMATION

Dimensional Classic units are sold individually.
For delivery, part cubes will be shrink wrapped.
Details are provided in the following table.

Sq.Ft. per Bundle 37

Stones per Sq.Ft. 3.8

Stones per Bundle 140

Ln.Ft. per Bundle 124

Weight per Bundle 3080 lb / 1400 kg

Retaining Walls - Dimensional Classic
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INSTALLATION INSTRUCTIONS

Constructing Walls

O#set vertical joints for added strength.
Adhere top course with adhesive.
To achieve a random pattern, cut some pieces and lay randomly.
Pieces that are stood up vertically must be backed with another piece of equal dimensions.
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